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SP17F - 20200-A4

High-frequency spindle

Technical Specification

£ 5  Speed R.P.M Max. 20,000
=l FUk4 Max. Frequency Hz Max. 667

2t Voltage V 380

&2 Output kW 20.00

3| Torque Nm 32.00

HF Current A 44.0
S2E|=4% Motor Poles P 4
2Za/S=0 Collet / Tool Holder BT40

a7 wek gAal Tool Change Auto Tool Change
A2 B2 HLR| Tool Clamping Range mm 3~26.0
W2takAl Cooling System Water or Oil

H 2 Bearing (Grease) Pcs 4

2|lA Housing Diameter (%) 170

2 Weight KG 72.0
25 A Motor Protection Thermistor (P.T.C)
Al YUH  Sealing Air
HIOIHLA S4A5% Inner Taper Run—out hm <2
FEeAl Lubrication Grease

Power, Torgue, Speed Diagram

Speed (r.p.m.) 3,000 6,000 12,0000 20,000 ——Voltage (V) ——Power (kW) —s—Torque (Nm)
Frequency (Hz) 1000 200 400/ 667 400V 40KW
Power (kW) 10.00 1 20.00 | 20.00 | 14.00 300v 30kW
Torque (Nm) 3200 32.00  16.00  7.00 200 20kW
Voltage (V) 19 380 380 380 100 10kW
ov okw
Current (A) 44.0 44.0 44.0 44.0 Orpm’ 3000rpm’  6000rpm’  12000rpm’ 20000rpm'
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